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NÚMERO DE CÓDIGO
1101009T

DESCRIPCIÓN
Compensación de Carbono, Porcelana En Cascada Mingitorio.

DETALLES
Volumen de Descarga: 0.125 – 1.0 gpf (0.5 – 3.8 Lpf)
El volumen de flujo es determinado por el fluxómetro que se utiliza
con el mueble de baño
Dimensiones Nominales: 14 ¼" × 17 ¼" × 25 ½" (362 × 438 ×
648mm)

CARACTERÍSTICAS
Diseñado para maximizar y complementar los Fluxómetros Sloan
Modelo universal de alta eficiencia trabaja con Fluxómetros Sloan
de 0.125, 0.25 y 0.5 gpd
Acción exhaustiva de descarga en cascada
Construcción de porcelana higiénica y duradera
Cedazo de Acero Inoxidable antivandalismo incluido
Certificado por IAPMO para cumplir o exceder los estándares de
ASME A112.19.2
Listado como Water Sense por la EPA que lo califica para la mayoría
de los programas de reembolsos
Cumple con los lineamientos para Discapacitados y los
requerimientos de ANSI A117.1 al instalarse como corresponde

REQUERIMIENTOS DE SISTEMA DE PLOMERÍA
Máxima Presión Estática: 80 PSI (552 kPa)
Maximum Flow Rate: 8.5 gpm (32.2 Lpm)

DESCARGAS
Standard Spud Urinal Installation Instructions
SS/ST/SU/WETS/WEUS Fixtures Repair and Maintenance Guide
Descargas Adicionales

CUMPLIMIENTOS Y CERTIFICACIONES

      

      
()

NOTAS
Toda la información contenida dentro de este documento está
sujeta a cambio sin previo aviso.

All vitreous china dimensions shown in these drawings are
nominal and not to scale. Dimensions can vary within the
tolerances established in the governing ASME A112.19.2/CSA
B45.1 standard. It is important to consider this when planning
rough-in and plumbing layouts.

WaterSense compliant when used with a WaterSense
compliant flushometer.

Encontrar un fluxómetro compatible para este mingitorio.

GARANTÍA
View Warranty Information

https://en.sloan.com/sites/default/files/2015-12/0816421.pdf
https://en.sloan.com/sites/default/files/2024-07/SS%3AST%3ASU%3AWETS%3AWEUS%20Fixtures%20Repair%20and%20Maintenance%20Guide.pdf
https://en.sloan.com/commercial-bathroom-products/urinals/su-1009#downloads
https://en.sloan.com/es/commercial-bathroom-products/flushometers
https://legal.sloan.com/warranty-policy.html
https://www.sloan.com
https://en.sloan.com/es/spec-sheet/1101009T
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PREPARACIÓN

NOTE: ADA urinal rim height requirements allow all heights 17" and below. Sloan strongly recommends roughing in the drain to achieve a
16½" rim height or less to ensure compliance.

https://www.sloan.com
https://en.sloan.com/es/spec-sheet/1101009T

